
NOTE: Graphic files must be @ 150 dpi Finished Size.
DO NOT send Flattened Files. Production can not 
manipulate the content, proportion or color of these files.**NOTE: Test frames may be required for guaranteed fitting of graphics**

Product Name:  VK-1900

Process: Direct Print

Material: Sintra

Scale:     50%

Effective Date: 7/21/2015 AE
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NOTE: Graphic files must be @ 150 dpi Finished Size.
DO NOT send Flattened Files. Production can not 
manipulate the content, proportion or color of these files.**NOTE: Test frames may be required for guaranteed fitting of graphics**

Product Name:  VK-1900

Process: HD

Material: Polyknit 9

Scale:     50%

Effective Date: 7/21/2015 AE
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Finished Size: 72.125”w x 84.813”h
Live Area: 70.125”w x 82.813”h

Finished Size: 40.277”w x 73.384”h
Live Area: 37.815”w x 71.750”h

Backwall Tension Fabric Graphic (Included)



NOTE: Graphic files must be @ 150 dpi Finished Size.
DO NOT send Flattened Files. Production can not 
manipulate the content, proportion or color of these files.**NOTE: Test frames may be required for guaranteed fitting of graphics**

Product Name:  VK-1900

Process: HD

Material: Polyknit 9

Scale:     50%

Effective Date: 7/21/2015 AE
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20.5w x 16”h

15"

70.125”
72.125”

Blue Area indicates 3/4” bleed area
around the counter and the monitor

Monitors can be positioned on left or
right side of 10ft unit.

NOTE: When adding Monitors and Counters to the Sacagawea 
unit, portions of the graphic will be covered.
Please design graphic layout according to suggested locations.

Sacagawea Backwall Accessories (Counter/Monitor) 10’x10’

-See Header Graphic Dims for header locations.
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